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      To prevent fuel spillage when transporting or during temporary storage, the engine should be secured upright in its normal 
operating position, with the engine switch OFF. The fuel switch should be turned OFF.

When transporting:
Do not over fill the tank.
Avoid a place exposed to direct sunlight when putting the engine on a  vehicle. If the engine is left in an enclosed vehicle for 
many hours, high temperature inside the vehicle could cause fuel to vaporize resulting in a possible
explosion. 
Do not drive on a rough road for an extended period with the engine on board. If you must transport the engine on a rough road, 
drain the fuel from the engine beforehand.

Take care not to drop or strike the engine when transporting. Do not place heavy objects on the engine.
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Rukojeť
Víčko palivové nádrže

Vypouštěcí šroub na olej

Olejová měrka

Zapalovací svíčka
Kryt hlavy válců

Palivový ventilOznačení motoru
Ovládací štít karburátoru

Ruční startér

Palivová nádrž

Výfuk

Vzduchový filtr
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Handgriff des Starters
Kappe den Kraftstofftanks
Kraftstofftank

Herstellungsnummer

Zundkerze
Ventilkappe

Kraftstoffventil

Verschluss des Olauslasses Gashebel

Handstarter

Ölmessstab

Abgas-Schalldämpfer

Luftfilter















DRÜCKEN ABNEHMEN
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Rukovať
Viečko palivovej nádrže
Palivová nádrž

Označenie motora

Zapalovacia sviečka
Kryt hlavy valcov

Palivový ventil

Vypúšťacia skrutka oleja Ovládací štít karburátora

Ručný startér Výfuk

Olejová mierka

Vzduchový filter
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